


EQUIPAMIENTO NUEVO / NEW EQUIPMENT

1. Tolva totalmente abulonada.

2. Cobertor de unidon de tubo de descarga.

3. Sombrero doble de piso.

4. Guia pasamangueras giratorio.

5. Reflector led en tubo de descarga.

6. Sistema de limpieza con mayor area de apertura.

7. Tapa desmontable trasera de sinfines de piso para limpieza.

8. Visor de cereal. [delantero y triple: mejor visualizacién).
9. Lubricacion externa centralizada.

Cajon de herramientas. / Enganche delantero con rétula. /
Escaleras traseras rebatibles e interior. / Indicador de aper-
tura de compuertas de piso. / Manija de lanza de tirec a ambos
lados. / Organizador de mangueras. [/ Portafaros rebatibles. /
Sistemna de descarga de cereal por gravedad mas agil. / Siste-
ma de lona enrcllable. / Sistema hidraulico triple: movimiento
de tubo, compuertas de piso y fondo deslizante [limpieza y
descarga por gravedad). / Tubo de descarga con mayor plega-
do / Cilindro hidraulico de tubo con sistema de reduccion de

velocidad. / Tube inferior desmontable.

1. Completely bolted grain cart.

2. Joining cover of Unloading tube.

3. Double Floor cover.

4. Rotary guide for hoses.

5. Unloading tube led spotlight.

é. Cleaning system with a greater opening area.

7. Removable rear cover of floor augers for a better cleaning.
B. Cereal viewer [front and triple for a better visualization|
9. Centralized lubrication system.

Plastic toolbox. / Front hitch with kneecap. / Standard Ladders:
rear hingad and internal. / Floor hatches opening indicator. /
Drawbar handgrip on both sides. / Hose organizer. / Hinged rear
lights. / Smoother gravity unloading system. / Roll top canvas
system. / Hydraulic System [triple]: tube, floor hatches and
bottomn sliding floor movement. / Unloading tube with better
folding. / Tube hydraulic cylinder with speed reduction system /
Removable lower unloading tube [extension casingl.
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Capacidad sin rebase superior  Capacity -Not exceed the upper edge- 31.000 L Llantas / Rims
Tubo de descarga [e) Unloading tube lel 480 mm DW 20x30 - 8 aguj
Tiempo de descarga [51) Unleading time [*1) 3.35 min DW 21x32 - 8 agu]
Peso tara [*2| Weight tare [*2] 5.000 Kg Neumiticos [ Tires
Potencia de tracter requerida Tractor power required 150 HP 23.1-30 R3
Sinfin de piso (o) Floor auger (el 380 mm 24 5.72 R1
Sinfin de tuba le] Tube auger (o] 454 mm

(*1] Cereal seco a 540 rpm ; [*2) Con llantas, Sin neumdlticos. [ [*1] Dry cereal at 540 rpm; [*2] With rims, withou! tires.



Capacidad sin rebase superior Capacity -Not exceed the upper edge- 31.000 L
Tubo de descarga lol Unloading tube (o] 480 mm
Tiempo de descarga [*1) Unloading time [*1] 3.35 min
Peso tara [Kgl [%2] Weight tare [#2] £.100 Kg
Potencia de tractor requerida Tractor power required 140 HF
Sinfin de piso lal Floor auger lal 380 mm
Sinfin de tubo la) Tube auger (o) 454 mm

{*1] Cereal seco & 540 rpm : [=2] Con lentas, Sin neumaticos. / [*1) Dry cereal at 540 rpm: [*2] With rims. without tires.

S6 37000L 4R

Llantas / Rims

DW 27x32 - 10 aguj
DW 30Bx32 - 10 aguj

Neumaticos / Tires
30.5L 32 R1yR3

800/65 R32
200/60 R32
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Capacidad sin rebase superior Capacity -Not exceed the upper edge- 43.000 L
Tubo de descarga lel Unloading tube lo] 580 mm
Tiempo de descarga (*1] Unloading time (*1) 4.0 min
Peso tara [¥2] Weight tare (2] 8.000 Kg
Potencia de tractor requerida Tractor power required 200HP
Sinfin de piso lal Floor auger lo] A70 mm
Sinfin de tubo (el Tube auger (o) 554 mm

{*1] Cereal seco & 540 rpm : [=2] Con tlentas, Sin neumaticos. / [*1) Dry cereal at 540 rpm: [*2] With rims. without tires.
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Llantas / Rims
DW 27x32 - 10 aguj

Neumadticos / Tires

30.5L R32 R3
800/65 R32
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